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1. Function Description
· Support normal preview and full-screen preview

· Support converting AVI, MPEG1/2/4, QuickTime, WMV, 3GP, VOB, DAT, MOV, ASF, etc video files into AVI format.

· Support parameter setting using Fast Configuration or Advanced Configuration
· Self-defined Video Encode Format（XVID and H263）

· Self-defined output video size （CIF（352×288）, QCIF（176×144）or SUBQCIF（128×96））. Support QVGA(320×240) output video size when the source video is XVID.

· Self-defined Output Video Frame Rate and Bit Rate.

· Self-defined Output Audio Sample Rate and Bit Rate.

· Self-defined Output Volume

· Support Resetting default parameters
· Support Inserting self-defined or downloaded caption
· Support showing detail information of coding format, size, frame rate and time.

· Support Clip Conversion and Total Conversion 

· Support One Key Conversion without setting parameters.
· Support Advanced Conversion to convert 5.1-channel .vob files into Surround MP4
· If source file is double-channeled (MTV of .dat format copied from CD, etc), it will be converted to karaoke file, using left and right channel to realize karaoke function in your mobile phone.
2. One Key Conversion
Picture 2-1 is the Main Interface of MP4 tool.
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Picture 2-1 Main Interface

1. Click “Open Source ” option of “File” Menu to select source file. See Picture 2-2.
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Picture 2-2 “File" Menu
2. You can get information about source file from “File Attributes” dialog box of “Attributes” Menu. See Picture 2-3.
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Picture 2-3 “Attributes” Menu
3. “File Attributes” dialog box also shows default output filename and path. Choose “source file ”, and you can input a new file name and save it.
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Picture 2-4 “File Attributes” dialog box
4. Press Convert key to begin conversion.

3. Advanced Conversion
Advanced Conversion can convert 5.1-channel .vob file into Surround MP4, and please follow the steps below:
1. Click “Open Source” option of “File” Menu and choose source file.

2. If prompting, “Error happens about this media, and you can’t play or convert it.” and the .vob file can’t do conversion or advanced conversion.

3. Source file information can be gotten from “File Attributes”
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 button。
The information during advanced conversion is as follows:
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Picture 3-1 Information during Advanced Conversion
5. .akv file is created and can be played on your mobile phone. If there is not enough disk space of the target files or conversion is failed, no target file will be saved.
4. Self-defined-Parameter Conversion

4.1 Preview and Time Clip
Dblclick mouse can switch between full screen and normal play. In full screen mode, press ESC key to switch to normal mode.
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Picture 4-1 Normal Play

Key description:
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：Play/pause key
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：Stop playing
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：Quick backward (1 Min).
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：Quick Forward (1 Min).
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：Volume increase.
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：Volume decrease
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：Time Clip:  Time Clip can be done when pitching on check box
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：Set beginning time of clip during preview.

[image: image17.bmp]：Set end time of clip during preview.
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：Clear the last operation and begin to clip.
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：Showing the beginning time and ending time of clipping.
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Picture 4-2 Full Screen Play
4.2 Advanced Configuration

Mp4 tool can convert AVI、MPEG1/2/4、QuickTime、WMV、3GP、VOB、DAT、MOV、ASF, etc. into AVI format and support to add caption. You can set configuration parameters to low quality, middle quality and high quality in the option “Fast Configuration” or you can set   coding format, video size, video frame rate, video bite rate, audio sample rate and bit rate in “Advanced Configuration” Menu.
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Picture 4-3 Configurations
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Picture 4-4 Advanced Configurations
Parameter Description:
1. Video encode format: Support XVID and H263 video encode format, and the default is XVID.
2. Video Size: Support output video size QVGA（320×240）, CIF（352×288）, QCIF（176×144）and SUBQCIF（128×96）, and the default is CIF. When the encode format is H263, it only supports CIF（352×288）, QCIF（176×144）and SUBQCIF（128×96）.
3. Video Frame Rate: from 3 fps to 25 fps, and the default is 20 fps. Don’t amend it unless necessary.  If the video frame rate of source file is less than 15fps, this parameter will be the same as that of source file.
4. Video Bit Rate: Support High Quality （600kbps）,  Middle Quality (400kbps) and Low Quality（200kbps）. Commended quality is low when converting Action Films and high when converting Feature Films.
5. Audio Sample Rate: Provided 16000Hz to 44100Hz and the default is 44100HZ. Don’t amend it unless necessary When choose new film, the value will be updated the audio sample rate of this film.
6. Audio Bite Rate: from 64k to 128kbps and the default is 128kbps. Don’t amend it unless necessary.

7. Volume Adjust: Pitch on “Volume Adjust” check box， and there are 0-10 levels for you to choose. The default is 2. You’ d better not change it, or noise will increase.
8. Elapsing Time indicates the time after beginning conversion, while Estimating Time indicates the total time for conversion. If there is not enough disk room of the target files or conversion is failed, no target files will be saved.

4.3 Add Caption
Choose “Add Caption” option of “Configuration”, and you can add Caption of .srt format you downloaded from Internet or edited by yourself.  
4.4 Conversion
1. Click ”Conversion” button.
2. Information in conversion process is as follows:
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Picture 4-5 Information in Conversion process
3. If there is not enough disk room of the target files or conversion is failed, no target files will be saved.
5. Notice

1. Choose Source File first, which can be selected from hard disk or CD, and then choose the location to save target file. If you don’t choose target file location, it will be saved in default.
2. After setting conversion parameters in “Fast Configuration”, you can check them in dialog box of “Advanced Configuration”: Commended quality is low when converting Action Films and high when converting Feature Films.
3. Pitch on “Time Clip” first, then you can use start/end/clear key to identify beginning and ending
4. You’d better clip films after conversion under the following situation:
· The audio or video is abnormal in target files.

· Scroll bar dragging is abnormal when previewing
· Audio encode format is aac or faad

· Target files cannot be played.

· Source file is 3gp、3gpp or mp4。
5. If source film is damaged, DLL err, abnormal audio output, or mosaic may come out. You’d better not use damaged films.
6. Some of the source films may be very long or the time is not correct, and then may prompt, “The time is difference in source file and target file.” In fact, the time is the same.
7. It may take a long time to do advanced conversion, and please wait with patience.
8. There are some source films that can be previewed but they can’t be converted. Maybe copyright problem is involved.
9. Self-defined caption should be no more than 10 characters.
10. It's better not to adjust volume when converting, or noise will increase.
11. Recommended font is small.
12. When setting up this program, if disk space is not enough, please click “Browse ” button to choose another setting directory.
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